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ZIRHLI TELESKOBIK FORKLIFT URUN TEKNIK BiLGi FORMU

Motor

SANKO MST ST17.30

Model

PERKINS 1004C-44T/1104D-44TA

Maksimum Gug

75 kW (100 HP) 2200 rpm

Calisma Prensibi

4 zamanli, dizel

Silindir Sayisi Yerlesimi

4, Sira Tipi

Silindir Hacmi
Sanziman

Transmisyon

4490 cm?

Degisken Debili Pompa ile Hidrolik Sanziman

Hidrolik Motor

Otomatik Vites Degistirme

Geri Vites

Diferansiyel - Akslar

Eletro-Hidrolik Kontrollii ileri Hareket icin Sanziman Ayirici
(Yaklasim ) Pedal 2 Vitesli Yurtyus

Fren Sistemi

Akslar 2

Surds Modu 4 Teker / Yengec / 2 Teker
On Aks Sabit

Arka Aks Saliniml

Hidrolik Sistem

Maksimum Calisma Basinci

Servis Freni 4 Tekerden Yag Banyolu Hidrolik Devre
Park Freni Negatif Park Freni
Denge Ayag| On Sabitleme Denge Ayag

230 bar

Joystick Kontrollt

Doldurma Kapasiteleri

4in1

Hidrolik Devre 150

Yakit Tanki 120
Lastikler

Lastikler 405/70R24 (16.0/70-24)
Performans

Maksimum Kaldirma Kapasitesi 3.000 kg
Maksimum Yikseklikte Kaldirma 1.200 kg
Kapasitesi

Maksimum ileri UzanmadaKapasitesi | 700 kg
Maksimum Kaldirma Yiksekligi 16.30 m
Yatayda Maksimum ileri Uzanma 12.30m
Maksimum Yikseklikte Dingil 3.00m
Merkezinden Agiklik

Catal Egim Agisi (Tilt) 1350
Koparma Kuvveti 4.550 daN
Cekme Kuvveti 10.850 daN
Tirmanma Egimi %40
Makina Bos Agirlig 12.220 kg
Maksimum Hiz 30 km/h

Kabin

Tek kisilik

Balistik Koruma

TS EN 1522 Standardi BR7 Koruma Seviyesi

Gévde - Ozel Bélimler
Koruma

Motor Yanlari, Ust ve Alt Yiizeyleri

(Koruma saclari / panelleri), kule kismindaki
hidrolik valf grubu, motor, yakit depose,
akumulatorler, radyatér, otomatik sanzuman
yag sogutucunun bulundugu haznenin alt

ve yan ylzeyleri (Koruma kapaklari/yan, tst
saclar), TS EN 1522 Standardi Koruma Seviyesi

Camlar

TS EN 1063 Standardi Koruma Seviyesi

Kilitleme Sistemi

Arag kapi / kapilarinda yasam alani icerisinden
kilitlenebilen mayin kilidi

Kapi kilitlerinin bulundugu bélge kapr ile ayni
koruma seviyesinde zirh

Hidrolik Hortum Koruma

Hidrolik sistem sabit borular, orta gébek
hidrolik hortumlari kabin koruma seviyesinde
1522 Standardi Koruma Seviyesi

Run-Flat Sistemi

(Run-Flat) 6zelligi

Silecek On ve arka camda
Yan Ayna Koruma kafesi icinde
Klima Isitma - sogutma

Aracin tim lastiklerinde, lastik patladiginda duz asfalt yolda tam yukli iken
en az 15 km mesafeyi 20 km/h hizda gidebilecek ézellikte patlak gider

Boya

6 adet ara¢ disinda glinduiz / gece gorus kamerasi - 2 adet Zirhli kalkana
monteli,glindiiz / gece gorus kamerasi

Yangin geciktirici alev yaymayan
(Anti-Flame) 6zellikli

Kamera Koruma

Mobil DVR Kayit Cihazi

Arag Uzerinde bulunan kamera sistemi ve IR
projektorler TS EN 1522 Standardi Koruma
Seviyesi

Video Input: 8 adet Video girisi ve 1 adet video cikis

‘ 10" dokunmatik ekranli 2 adet monitér ‘

Telsiz Sistemi

Telsiz

Bas-Konus-Hoparlor - Mikrofon

Zirhli Teleskobik Yukleyici Kalkani

Opsiyonel Atasmanlar

Forklift Catali

Kalkan On duvar, yan duvar (sag ve sol) gati ve
zeminden olusmaktadir.

Genislik 1151 mm ( Distan Disa)

Yikseklik 2020 mm (Distan Disa)

Derinlik 916 mm (Distan Disa)

Gozetleme Cami 4 adet

Atis Mazgali 4 adet

Hafif / Agir yiik Kovasi

Yol Stiptirme Aparati

0,5 m3 Hacimli Yuk Kovasi

Balya Atasmani

Hurda Kagit Atasmani

I Katmerciler, 6nceden belirtmeden model, teknik ozellikler, donanim ve aksesuar degisikligi yapma hakkini sakli tutar.




ARMOURED TELESCOPIC FORKLIFT TECHNICAL DATA SHEET

Motor

SANKO MST ST17.30

Model

PERKINS 1004C-44T/1104D-44TA

Maximum Power

75 kW (100 HP) 2200 rpm

Sanziman

Transmission

Type 4 stroke, Diesel
Number of Cylinders 4, in-line
Cylinder Volume 4490 cm3

Hydraulic with Variable Flow Pump

Hydrolic Engine

Automatic Shifting

Reverse Gear

Differential - Axles

Transmission Separator (Approach)for Eletro-Hydraulically
Controlled Forward Motion, Pedal for 2-Speed Motion

Brake System

Service Brake

Axles 2

Driving Mode 4 Wheel / Vertical / 2 Wheel
Front Axe Stationary

Rear Axe Oscillatory

Oil Bath Hydraulic Circuit for 4 Wheels

Parking Brake

Negative Parking Brake

Balance
Hydraulic System

Maximum Working Pressure

Front Fixing Balance Leg

230 bars

Joystick Control

Filling Capacities
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Hydraulic Circuit 150

Fuel Tank 120

Tires

Performans

Maximum Lifting Capacity 3.000 kg
Lifting Capacity at Maximum Height 1.200 kg
Maximum Forward Reach Capacity 700 kg
Maximum Lifting Height 16.30m
Max Forward Reach 1230m
Aperture from the Axle Center at 3.00m
Maximum Height

Fork Angle of Inclination (Tilt) 1350
Breakout Force 4.550 daN
Pulling Force 10.850 daN
Slope Climbing 40 %
Machine Empty Weight 12.220 kg
Maximum Speed 30 km/h

Cabin Single

Ballistic Protection TS EN 1522 Standard Protection BR7 Level

Body-Special Parts
Protection

Sides of the engine, upper and lower surfaces
(protection plates / panels), hydraulic valve
assembly at the tower part, engine, fuel tank,
accumulators, radiator, side and lower surfaces
of the automatic transmission oil cooler
reservoir, (protections caps / side, upper
plates), TS EN 1522 Standard Protection Level

Windows TS EN 1063 Standard Protection Level

Mine locks at the door/doors which can be
locked from the inside, same level of protection
with the doors at the areas where the door
locks are situated

Locking System

Hydraulic Hose Protection | Hydraulic system fixed pipes, middle hub
hydraulic hoses are at cabin protection level

(1522 Standard Protection Level)

Wipers Front and rear windows

Side Mirror In a protection cage

Air-Conditioning System Heating - Cooling

Run-Flat System

All tires are run-flat which enables a fully loaded vehicle to continue moving
for 15 km with a speed of 20 km/h.

Fire Retardant and Anti-Flame

Paint

6 exterior day / night vision cameras - 2 day / night vision cameras which are
mounted to the armoured shield

Camera Protection Camera system and IR projectors at TS EN 1522

Standard Protection Level

Mobile DVR Recording Device

Video Input: 8 Video in-puts and 1 video out-put

Monitor

2 touch screen monitors, 10"

Radio System
‘ Radio

‘ Push-to-Talk Speaker - Microphone

Armoured Telescopic Loader Shield

Shield Front wall, side walls (left and right), roof and
floor

Width 1151 mm (from outside)

Height 2020 mm (from outside)

Depth 916 mm (from outside)

Sight glass 4

Gun Ports 4

Optional Attachments
Forklift Fork

Light / Heavy Load Bucket

Road Sweeping Apparatus | 0,5 m3 Volume Load Bucket

Bale Attachment Scrap Paper Attachment

I Katmerciler reserves the right to make changes model, technical features, equipment and accessories without prior notice.
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